
Advantages of water jet 
guided laser machining

 Parallel kerf walls
 Smooth and clean cutting surfaces
 No focus control necessary
 No heat affected zone

LCS 150/300

Laser Cutting System 

Powered by 
Synova Laser MicroJet®

Main Industries and Applications

Watchmaking Tool ManufacturingConsumer ElectronicsMedical
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erThe specifications are subject to change without notice due to technical changes. The LCS machines incorporate the worldwide patented technology 

of water jet guided laser, invented at the Swiss Federal Institute of Technology in Lausanne, Switzerland. These machines conform to CE regulations.

 
General Specifications LCS 150 LCS 300

Axes
Working volume mm (W x D x H) 150 x 150 300 x 300

XY axis Linear motor Linear motor

Maximum stroke mm (X,Y) 200 x 200 600 x 400

Accuracy µm +/- 5 +/- 3

Repeatability µm +/- 2 +/- 1

Maximum XY speed mm/s 300 1000

Acceleration G 0.5 1

CNC control (Delta Tau) 2-, 3- or 4-axis 2-, 3- or 4-axis

Laser

Laser type
Diode pumped solid state Nd: YAG, 

pulsed
Diode pumped solid state Nd: YAG, 

pulsed

Wavelength nm 532/1064 532/1064

Average power W (max.) 20-200 20-200

Beam transmission (optical fibre) µm (core diameter) 100-200 100-200

Water Pump   

Water flow l/h (average) 1 1

Water pressure bar (max.) 500 500

Jet nozzle diameter µm 25-80 25-80

Water Treatment System   

Resistivity MΩ.cm >15 >15

TOC ppb <30 <30

Filtration µm  0.2  0.2

Utilities
Electrical power VAC 3 x 400/1 x 230 3 x 400/1 x 230

3 phases Hz 50/60 50/60

Power consumption kVA (max.) 12-18 12-18

Compressed air, oil free bar 5-6 5-6

Dimensions/Weight
Dimensions (machine) mm (W x D x H) 1050 x 800 x 1870 1165 x 950 x 1920

Dimensions (utilities cabinet) mm (W x D x H) 700 x 2300 x 1600 700 x 2300 x 1600

Weight (machine) kg 1170 880

Weight (utilities cabinet) kg 700 700

Options

Rotary axis

Z-axis with jet angle correction

Chiller

Chuck with vacuum

CAM + Pattern recognition software

High-pressure water pump (800 bar)

High-transmission head for high power applications

Contact information available at: www.synova.ch

CORPORATE HEADQUARTERS
 
Synova Sa 
 

Chemin de la Dent d’Oche 1B 
1024 Ecublens (Lausanne) 
Switzerland

Phone: +41 21 694 35 00 
info@synova.ch 
www.synova.ch

M I C r O - M A C h I n I n g  C e n T e r S ,  S U b S I D I A r I e S  A n D  D I S T r I b U T O r S  I n :  C H I N A ,  G E R M A N Y,  I N D I A ,  I S R A E L ,  I TA LY,  J A PA N ,  M A L AY S I A ,  

R U S S I A ,  S I N G A P O R E ,  S O U T H  KO R E A ,  TA I WA N ,  T H A I L A N D,  U N I T E D  K I N G D O M ,  U S A


